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Definitions 

1D model: One-dimensional hydraulic model, typically representing a watercourse and 

structures within the channel (for example bridges and culverts). 

2D model: Two-dimensional hydraulic model, typically representing the floodplain flows. 

Annual Exceedance Probability: The probability (expressed as a percentage) of a flood 

event occurring in any given year. 

Brownfield: A previously developed parcel of land. 

Climate change: Long term variations in global temperature and weather patterns caused 

by natural and human actions.  

Design flood: A flood event of a given annual flood probability, which is generally taken as: 

fluvial (river) flooding likely to occur with a 1% annual probability (a 1 in 100 chance each 

year), or surface water flooding likely to occur with a 1% annual probability (a 1 in 100 

change each year), plus an appropriate allowance for climate change, against which the 

suitability of a proposed development is assessed and mitigation measures, if any, are 

designed. 

Dry island: Land which may not be at risk of flooding itself but is surrounded by flood risk 

and therefore may become cut off during a flood event. 

Flood defence: Infrastructure used to protect an area against floods such as floodwalls and 

embankments; they are designed to a specific standard of protection (design standard). 

Green infrastructure: A network of natural environmental components and green spaces 

that intersperse and connect the urban centres, suburbs, and urban fringe. 

Greenfield: An undeveloped parcel of land. 

Lead Local Flood Authority: The unitary authority for the area or if there is no unitary 

authority, the county council for the area. 

Local Planning Authority (LPA): The local government body which is responsible by law 

to exercise planning functions for a particular area. 

Main river: A watercourse shown as such on the statutory main river map held by the 

Environment Agency. They are usually the larger rivers and streams. The Environment 

Agency has permissive powers (not duties) to carry out maintenance and improvement 

works on main rivers. 

Major development: Defined in the National Planning Policy Framework as a housing 

development where 10 or more homes will be provided, or the site has an area of 0.5 

hectares or more, or as a non-residential development with additional floorspace of 1,000m² 

or more, or a site of 1 hectare or more, or as otherwise provide in the Town and Country 

Planning (Development Management Procedure) (England) Order 2015 (gov.uk). 

Natural Flood Management: Techniques that work with nature to reduce the risk of 

flooding for communities. 

https://www.legislation.gov.uk/uksi/2015/595/contents/made
https://www.legislation.gov.uk/uksi/2015/595/contents/made
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Ordinary watercourse: Any river, stream, ditch, drain, cut, dyke, sluice, sewer (other than 

a public sewer) and passage through which water flows but which does not form part of a 

main river. The local authority or internal drainage board has permissive powers (not duties) 

on ordinary watercourses. 

Permissive powers: Authorities have the power to undertake flood risk management 

activities, but not a duty to do so. This will depend on priorities in flood risk management. 

Return period: An estimate of the interval of time between events of a certain intensity or 

size, in this instance it refers to flood events. It is a statistical measurement denoting the 

average recurrence interval over an extended period of time. 

Riparian owner: A riparian landowner, in a water context, owns land or property, next to a 

river, stream or ditch. 

Risk: In flood risk management, risk is defined as a product of the probability or likelihood 

of a flood occurring, and the consequence of the flood. 

Risk Management Authority: The Environment Agency, Lead Local Flood Authorities, 

District and Borough Councils in an area where there is no unitary authority, Coast 

Protection Authorities in coastal areas, Water and sewerage companies, Internal Drainage 

Boards, and Highways authorities.  

Standard of Protection (SoP): Defences are provided to reduce the risk of flooding 

(typically from a river, sea or surface water). A Standard of Protection is usually described 

in terms of an AEP flood event. For example, a flood embankment could be described as 

providing a 1% AEP Standard of Protection  

Stakeholder: A person or organisation affected by the problem or solution or interested in 

the problem or solution. They can be individuals or organisations, includes the public and 

communities. 

Sustainable Drainage Systems: Sustainable Drainage Systems are methods of 

management practices and control structures that are designed to drain surface water in a 

more sustainable manner than some conventional techniques, such as grates, gullies, and 

channels. 

Windfall site: A site which becomes available for development unexpectedly and therefore 

not included as allocated land in a planning authority’s local plan. 
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Executive Summary  

Introduction and context 

This Level 2 Strategic Flood Risk Assessment (SFRA) document was prepared with the 

purpose of providing part of the evidence base for the Draft Local Plan 2025 - 2042 for 

Rother District Council (RDC). It follows on from the Level 1 SFRA produced in June 2026 

and should be read in conjunction. 

The primary purpose of the Level 2 SFRA is to provide an appropriate understanding of the 

level of flood risk affecting development included in the updated Local Plan. The 

assessment takes into account all sources of flooding and considers other factors affecting 

flood risk such as residual risk. The information provided as part of the Level 2 SFRA 

enables RDC to apply the Exception Test to sites in accordance with the National Planning 

Policy Framework (NPPF).  

SFRA objectives 

The Government’s Planning Practice Guidance (PPG) on Flood Risk and Coastal Change 

advocates a tiered approach to risk assessment involving Level 1 and Level 2 SFRAs. 

After completing the Level 1 SFRA and the 'Call for Sites' process, RDC have undertaken 

the Sequential Test and have shortlisted sites which cannot be relocated outside of flood 

risk areas due to additional planning factors. The Level 2 assessment aims to build on 

identified risks from the Level 1 SFRA in order to provide a greater understanding of fluvial, 

surface water, groundwater and reservoir related flooding risks to these shortlisted sites. 

From this, RDC and developers can make more informed decisions regarding future 

development. The Level 2 assessment also identifies sites requiring further risk analysis at 

the site-specific Flood Risk Assessment (FRA) stage. 

Summary of Level 2 SFRA 

A total of 158 potential site allocations were provided by RDC, as Local Planning Authority 

(LPA), and were screened against all sources of flood risk, with a percentage coverage for 

each flood risk dataset calculated. JBA then undertook a more detailed scoping 

assessment of these sites to determine whether they required inclusion in the Level 2 

SFRA. Each site was assigned a 'least preferable', 'less preferable' or 'most preferable' 

rating based on its relative flood risk. 

'Least preferable' sites were identified where either: 

• more than 20% of the site was at risk of fluvial, tidal or surface water sources, or; 

• the predicted extent of future flooding from fluvial, tidal, or surface water sources 

affects a greater area than the undeveloped proportion of the site 

A total of 28 sites were identified as 'least preferable'. However, following subsequent 

review by RDC, 19 of these sites were taken forward to a Level 2 assessment. The 

implications were: 

• A site summary of flood risk will be required within the Level 2 SFRA 
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• Safe access and escape will be assessed  

• Additional modelling requirements to be considered within a site-specific Flood 

Risk Assessment 

'Less preferable' sites were identified where: 

• between 0% and 20% of the site is at risk from either fluvial, tidal or surface water 

sources, or; 

• the predicted extent of future flooding from fluvial, tidal or surface water sources 

is more than 0% and does not affect a greater area than the undeveloped 

proportion of the site 

'Less preferable' sites were flagged for further consideration by planners and developers, 

but it is likely to be possible to address the flood risk constraints at planning application 

stage.  

The remaining sites were classified as 'most preferable', which were identified to have 0% 

of the allocation at risk from either fluvial, tidal or surface water sources. However, it is 

noted 'most preferable' sites may still require an FRA and drainage strategy, depending on 

the size and location of the site. 

Of the 158 sites screened as part of the Level 2 scoping, the results were as follows: 

• 28 'Least preferrable' sites 

• 94 'Less preferable' sites  

• 36 'Most preferable' sites 

Of the 28 'least preferable' sites, 19 were taken through to the Level 2 SFRA stage. The 

Level 2 site summary assessments for these 19 sites and accompanying mapping can be 

found in Appendix A and Appendix B, respectively. 

The following points summarise the Level 2 assessment for the 19 sites considered 'least 

preferable': 

• Fluvial flooding - A total of 2 sites assessed as part of the Level 2 SFRA were 

identified as being at high risk of fluvial flooding. This includes the following sites: 

RYE0001 and RYE0016. 

• Tidal flooding - A total of 6 sites assessed within the Level 2 SFRA were 

identified as being at risk high risk of tidal flooding. This includes the following 

sites: CAM0002, CAM0004, ICK0003, RYE0001, RYE0016, RYE0059. 

• Flood Warning Areas (FWAs) - Sites BEX0240, CAM0001, CAM0002, 

CAM0004, ICK0003, RYE001, RYE0002, RYE0016 and RYE0059 are located 

within existing EA FWAs. For proposed development within existing EA FWAs, 

developers should consult the EA to ensure that adequate flood warning 

procedures and evacuation processes are in place and that Risk Management 

Authorities (RMAs) are not put under any additional burden. 

• Surface water flooding - Surface water tends to follow topographic flow routes, 

for example, along watercourses or isolated pockets of ponding where there are 

topographic depressions. Of the sites assessed within this Level 2 SFRA, five 
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were identified to be at high risk of surface water flooding. This includes the 

following sites: BEX0008, BEX0011, BEX0078, PEA0033 and RYE0059. 

• Access and escape routes - Sites BEX0008, BEX0011, BEX0089, ICK0003, 

PEA0033, RYE0016 and RYE0059 have potential access and escape route 

issues as a result of fluvial, tidal or surface water flooding of the surrounding 

roads. At these sites, consideration should be made as to how safe access and 

escape routes can be provided during flood events, both for people and 

emergency vehicles. Consideration should also be given to the nature of the risk, 

for example whether the flooding forms a flow path or bisects the site meaning 

access across the site from one side to another may be compromised. 

• Climate change - Fluvial, tidal and surface water climate change mapping 

indicates that flood extents are predicted to increase. As a result, the depths, 

velocities, and hazard of flooding may also increase. The significance of the 

increase will depend on the topography of the site and the climate change 

percentage allowance used. The sites most at risk from increased risk due to 

climate change are BEX0008, BEX0078, CAM0001, CAM0004, ICK0003, 

RYE0001, RYE0016, RYE0057 and RYE0059. Site-specific FRAs should confirm 

the impact of climate change using latest guidance. It is recommended that RDC 

work with other RMAs to review the long-term sustainability of existing and new 

development in these areas when developing climate change plans and 

strategies for the borough. 

• Groundwater flooding - Groundwater flood risk is mostly negligible throughout 

Rother District, with areas of high risk focused to the east of the study area. The 

JBA Groundwater Emergence map was used to assess groundwater risk at the 

sites. A total of seven sites were identified to be at high to moderate risk, where 

groundwater levels are within 0.5m of the ground surface. These sites include: 

CAM0001, CAM0002, CAM0004, ICK0003, RYE0001, RYE0015 and RYE0057. 

An appropriate assessment of the groundwater regime for a site should be 

carried out at the site-specific FRA stage.  

• Reservoir flooding - There are seven sites (BEX0240, ICK0003, RYE0001, 

RYE0002, RYE0016, RYE0057 and RYE0059) assessed within the site 

assessments that are shown to be at risk of reservoir flooding. The level and 

standard of inspection and maintenance required under the Reservoirs Act 

means that the risk of flooding from reservoirs is very low. However, there is a 

residual risk of a reservoir breach, and this risk should be considered in any site-

specific FRA. 

• SuDS - A strategic assessment was conducted of SuDS options using regional 

datasets. A detailed site-specific assessment of suitable SuDS techniques would 

need to be undertaken at site-specific level to understand which SuDS option 

would be best. 
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Recommendations 

Section 7.2 sets out the recommendations based on the findings of this Level 2 SFRA. This 

includes recommendations for applying the Exception Test, where required, requirements 

for developers in developing the Local Plan allocations, and guidance for windfall sites and 

development of sites not included within the Local Plan. 
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1 Introduction 

1.1 Purpose of the Strategic Flood Risk Assessment 

Chapter 18 Section F1 of the National Planning Policy Framework (NPPF) (2026) (gov.uk) 

states that "In order to manage development in ways which minimise the risk of flooding to 

people and property, development plans should:  

• Be informed by an up-to-date strategic flood risk assessment which considers 

current and future flood risk from all sources, including cumulative impacts in, or 

affecting, areas susceptible to flooding; and  

• Take account of advice from the Environment Agency and other relevant flood 

risk management authorities, such as Lead Local Flood Authorities and internal 

drainage boards, about levels of risk, options for mitigation, and the implications 

for development in the plan area". 

1.2 Levels of SFRA 

The Planning Practice Guidance (PPG) Flood risk and coastal change (gov.uk) advocates a 

staged approach to risk assessment and identifies two levels of a Strategic Flood Risk 

Assessment (SFRA): 

• A Level 1 assessment, which all Local Planning Authorities (LPAs) are required 

to undertake. Where potential site allocations are at low flood risk and where 

development pressures are low a Level 1 assessment is likely to be sufficient, 

without the LPA progressing to a more detailed Level 2 assessment. The Level 1 

assessment should be of sufficient detail to enable application of the Sequential 

Test, to inform the allocation of development to areas of lower flood risk. 

• A Level 2 assessment is required where land outside flood risk areas cannot 

appropriately accommodate all necessary development, creating the need to 

apply the NPPF’s Exception Test, or if an LPA believe they may receive high 

numbers of applications in flood risk areas on sites not identified in the Local 

Plan. In these circumstances the assessment should consider the detailed nature 

of the flood characteristics within a Flood Zone and assessment of all sources of 

flooding. 

This SFRA report fulfils the requirements for a Level 2 assessment of development sites 

identified for potential allocation within the Rother District and has been prepared in 

accordance with the NPPF (2026) and PPG (2025). 

This report should be read alongside the RDC Level 1 SFRA and builds upon information 

presented within the Level 1 SFRA. 

 

https://www.gov.uk/government/publications/national-planning-policy-framework--2
https://www.gov.uk/guidance/flood-risk-and-coastal-change
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1.3 SFRA objectives 

The objectives of this Level 2 SFRA are to: 

1. Provide individual flood risk analysis for site options using the latest available 

flood risk data, thereby assisting the Council in applying the Exception Test, 

where required, to their proposed site options in preparation of their Local Plan. 

2. Using the available data, provide information and comprehensive mapping 

presenting flood risk from all sources for the site. 

3. Provide recommendations for making sites safe throughout their lifetime. 

4. Take into account most recent policy and legislation in the NPPF, PPG, 

Environment Agency SFRA Guidance, and Lead Local Flood Authority (LLFA) 

SuDS guidance. 

1.4 Consultation 

SFRAs should be prepared in consultation with other Risk Management Authorities.  

As part of the Level 2 SFRA, the following organisations have been consulted for data 

requests: 

• Rother District Council (RDC) 

• East Sussex County Council (ESCC) 

• Environment Agency (EA) 

• Southern Water (SW) 

• Pevensey and Cuckmere Internal Drainage Board 

• Romney Marshes Area Internal Drainage Board 

1.5 How to use this report 

Table 1-1 below outlines the contents of this report and details how different users can 

apply this information. 

Table 1-1: Outline of the contents of each section of this report.  

Section Contents How to use 

1. Introduction Outlines the purpose and 
objectives of the Level 2 
SFRA. 

For general information and 
context. 

2. Policy and 
strategy for flood 
risk management 

Includes information on the 
implications of recent changes 
to planning and flood risk 
policies and legislation and 
signposts to relevant sections 
of the Level 1 SFRA. 

Users should refer to this section 
and the relevant sections of the 
Level 1 SFRA for any relevant 
policy which may underpin 
strategic or site-specific 
assessments. 

3. Sequential and 
Exception Tests 

Signposts to relevant sections 
of the Level 1 SFRA for 
information on the Sequential 
and Exception Tests. 

Users should refer to this section 
and the relevant sections of the 
Level 1 SFRA to understand and 
follow the steps required for 
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Section Contents How to use 

applying the Sequential and 
Exception Tests. 

4. Information 
used in the Level 
2 SFRA 

Summarises the data used in 
the Level 2 site summary 
spreadsheet and mapping. 

Users should refer to this section 
in conjunction with the site 
summary spreadsheet (Appendix 
A) and mapping (Appendix B) to 
understand the data presented. 

0.  

Level 2 
Assessment 
Methodology 

Summarises the sites taken 
forward to a Level 2 
assessment and the outputs 
produced for each of these 
sites. 

Users should refer to this section 
in conjunction with the site 
summary spreadsheet (Appendix 
A) and mapping (Appendix B) to 
understand the data presented. 

6. Flood risk 
management 
requirements for 
developers 

Identifies the scope of the 
assessments that must be 
submitted in Flood Risk 
Assessments (FRAs) 
supporting applications for 
new development. Refers to 
relevant sections in the Level 
1 SFRA for mitigation 
guidance. 

Developers should use this 
section alongside the relevant 
sections of the Level 1 SFRA to 
understand requirements for 
FRAs, which conditions/guidance 
documents should be followed, 
and information on flood 
mitigation options. 

7. Surface water 
management and 
SuDS 

Signposts to relevant sections 
of the Level 1 SFRA for 
information on the 
management of surface water 
including types of SuDS, 
SuDS policy and guidance, 
and SuDS constraints and 
provides details of constraints 
relevant to the Level 2 sites. 

Developers should use this 
section alongside the relevant 
sections of the Level 1 SFRA to 
understand what national, 
regional, and local SuDS 
standards are applicable and 
understand specific constraints 
for each Level 2 site. 

8. 
Recommendations 

Summarises the results and 
conclusions of the Level 2 
assessment, and signposts to 
the Level 1 SFRA for planning 
policy recommendations.  

Developers and planners should 
use this section to see a 
summary of the Level 2 
assessment and understand the 
key messages from the site 
summary spreadsheet. 
Developers should refer to the 
Level 1 SFRA recommendations 
when considering requirements 
for site-specific assessments.  

Appendix A: Site 
Summary 
Spreadsheet 

Provides a summary of flood 
risk for sites requiring a more 
detailed assessment, which 
considers flood risk, 
emergency planning, climate 
change, Exception Test 

Planners should use this 
appendix to inform the 
application of the Sequential and 
Exception Tests, as relevant.  

Developers should use these 
assessments to understand flood 
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Section Contents How to use 

requirements, and 
requirements for site-specific 
FRAs.  

risk, access and escape route 
requirements, climate change, 
SuDS, and FRA requirements for 
site-specific assessments.  

Appendix B: Static 
mapping 

Provides mapping of the flood 
risk at each of the sites within 
the site summary 
spreadsheet. Includes depth, 
velocity and hazard 
information for fluvial and 
surface water flood risk where 
available, alongside climate 
change risk. 

Planners should use this 
appendix to inform the 
application of the Sequential and 
Exception Tests, as relevant.  

Developers should use these 
assessments to understand flood 
risk, access and escape route 
requirements, climate change, 
SuDS, and FRA requirements for 
site-specific assessments. 

Appendix C: Data 
sources used in 
this SFRA 

Summarises the data used in 
the Level 2 site summary 
spreadsheet and mapping. 

Users should refer to this section 
to understand the data used and 
where this data can be obtained. 

1.6 SFRA study area 

Rother District is located in the easternmost part of East Sussex, extending from the 

coastline into the High Weald and covering an area of approximately 51,000 hectares. The 

largest watercourse within the Local Plan area is the River Rother, which enters Rother 

District in the north-west, flows eastwards before turning south towards Rye, and ultimately 

discharges into the English Channel. The Local Plan area also contains a number of 

smaller Main Rivers, including the River Tillingham, River Brede, Combe Haven and 

Picknell Green Stream. 

Rother District is located within East Sussex County Council's (ESCC's) administrative area 

and is bordered by five other local authorities: 

• Hastings Borough Council 

• Wealden District Council 

• Ashford Borough Council 

• Folkestone and Hythe District Council 

• Tunbridge Wells Borough Council 
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2 Policy and strategy for flood risk management 

The flood risk management roles and responsibilities for different organisations and 

relevant legislation, policy and strategy are detailed within Section 2 of the Rother District 

Council (RDC) Level 1 SFRA. 

This contains details on: 

• Key legislation for flood and water management. 

• Key national, regional, and local policy documents and strategies. 

• Roles and responsibilities for flood risk management in Rother. 

 

In August 2026 the NPPF (gov.uk) was updated. Overall, the key principles underpinning 

the assessment and management of flood risk through the planning process remain largely 

unchanged compared with the pre-August 2026 version. However, the revised Framework 

provides greater clarity on the application of the Sequential Test, strengthens the status of 

flood risk policy by incorporating important guidance into the NPPF itself, and introduces a 

clearer structure for flood risk, drainage and coastal change policy. 

The overarching approach to applying the Sequential Test, assessing flood risk and 

directing development to areas at lowest risk remains unchanged. Prior to final issue, the 

Level 1 SFRA will be updated to reflect the August 2026 NPPF revisions, ensuring that 

reference are correct and relevant policies are accurately represented. These updates are 

not anticipated to alter the findings, conclusions, or strategic recommendations of the 

assessment. 

 

 

https://assets.publishing.service.gov.uk/media/6a8334c03bd75b81e2329ac4/National_Planning_Policy_Framework.pdf
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3 Sequential and Exception Tests 

Information on planning policy for flood risk management is detailed in Section 3 of the 

RDC Level 1 SFRA. Users should consider this section within the Level 1 SFRA to 

understand national planning policy guidance and how to evidence that a proposed 

development will pass the Sequential Test, and if necessary, the Exception Tests. 

Section 3 contains detail on: 

• the NPPF and PPG; 

• the Sequential and Exception Tests and application to the Local Plan;  

• the risk-based approach; and 

• applying the Sequential Test and Exception Test to individual planning 

applications  
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4 Information used in the Level 2 SFRA 

This section outlines the datasets used in assessing the Local Plan proposed development 

sites in the Level 2 SFRA Appendix A. 

It should be noted that datasets used to inform this SFRA may be updated following the 

publication of this SFRA and new information on flood risk may be produced by RMAs. This 

new information (such as updated mapping and modelling) may supersede the information 

included in this SFRA. Guidance should be sought from the LPA, LLFA, and the EA as 

appropriate to check the most up to date source of information is used for future flood risk 

assessment. 

Appendix C provides an overview of the supplied data used to inform the appraisal of flood 

risk for Rother, including when the data was provided, the source of the data, and how the 

data can be obtained by a developer if applicable. 

4.1 River networks 

Main Rivers are represented by the EA's Statutory Main River layer. Ordinary Watercourses 

are represented by the Ordnance Survey (OS) Watercourse Link layer. Caution should be 

taken when using these layers to identify culverted watercourses which may appear as 

straight lines but, in reality, are not. 

4.2 Fluvial flooding 

The EA updated the Flood Map for Planning (FMfP) (gov.uk) in March 2025 following the 

release of the National Flood Risk Assessment 2 (NaFRA2) datasets. The latest round of 

updates to the FMfP occurred on 20 May 2026, and the intention is for the FMfP to be 

regularly updated in the future. The FMfP now shows extents for Flood Zone 2 (0.1% AEP) 

and Flood Zone 3 (1% AEP) which incorporate new national modelling, as well as 

appropriate local models where available. In addition to the Flood Zones, the following 

information has been assessed within this SFRA: 

• Rivers and sea with defences  

o Mapping for the 3.3% AEP event for present day and climate change (using 

the Central allowance for the 2080s epoch) taking account the presence of 

flood defences (extents only).  

• The FMfP - Flood Zones plus climate change extent, incorporating the following 

climate change allowances: 

o 'Central’ allowance for the 2080s epoch (2070-2125) for risk of flooding from 

rivers. 

o 'Upper End’ allowance for risk of flooding from the sea, accounting for 

cumulative sea level risk to 2125. 

Detailed fluvial hydraulic models used to support this SFRA are shown below in Table 4-1. 

The defended 1% AEP present day event and the 1% AEP plus 35% (central) climate 



 

SPU-JBAU-XX-XX-RP-HM-0001-S3-P01-RDC_Level_2_SFRA_2026 8 

change allowance for the 2080's epoch have been used within this assessment. The 

outputs include flood outlines, and detailed grids containing flood depth, hazard and velocity 

results. 

Table 4-1: Fluvial models used in the Level 2 SFRA assessment 

Model Name Model year CC-uplift % Central - 2080s 

epoch 

Picknell Green Stream 2018 35% 

River Brede 2018 35% 

River Rother 2020 35% 

Tillingham 2020 35% 

4.3 Tidal flooding 

The FMfP flood zones have also been used to assess tidal flooding.  

Detailed tidal hydraulic models used to support this SFRA are shown below in Table 4-2. 

The defended 0.5% AEP and 0.5% AEP plus Higher Central and Upper End allowances 

have been used within this assessment. The outputs include flood outlines, and detailed 

grids containing flood depth, hazard and velocity results. 

Table 4-2: Tidal models used in the Level 2 SFRA assessment 

Model Name Model year CC-uplift  

Romney Marsh 2021 UKCP18 70th percentile 

(Higher Central) and 95th 

percentile (Upper End) for 

the 2121 epoch 

East Sussex Tidal Study - 

consists of Eastbourne and 

Combe Haven models 

2024 UKCP18 70th percentile 

(Higher Central) and 95th 

percentile (Upper End) for 

the 2125 epoch 

4.4 Flood defences 

Current flood defence information has been taken from the EA's Asset Information 

Management System (AIMS) Spatial Defences dataset. These datasets include all flood 

defences currently owned, managed or inspected by the EA and includes information 

pertaining to their current condition and standard of protection. 

Section 7 of the RDC Level 1 SFRA report provides information on flood defences and 

schemes. 
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4.5 Surface water flooding 

The EA's FMfP Surface Water Spatial Planning extents (gov.uk) dataset has been used to 

assess surface water risk within this SFRA. This dataset was released on 28 May 2026, 

and includes additional flood depth data, as well as climate change outputs for the 2070s 

epoch. 

The surface water mapping aims to provide a consistent standard for assessing surface 

water flood risk across England and Wales, supporting LLFAs, the EA, and developers in 

managing and mitigating surface water flood risk more effectively. Whilst the dataset is not 

intended for assessing flood risk at individual properties, it is appropriate for high-level 

studies such as SFRAs prepared for Local Authorities.  

Within this dataset, surface water flood risk is subdivided into three categories: 

• 3.3% AEP (1 in 30-year) - high risk event 

• 1% AEP (1 in 100-year) - medium risk event 

• 0.1% AEP (1 in 1,000-year) - low risk event 

The EA has also released depth outputs as part of the Surface Water Spatial Planning 

dataset. However, velocity and hazard data is not available. 

4.6 Climate change 

Climate change mapping is shown in the mapping in Appendix B for fluvial, tidal and 

surface water flooding using modelled outputs with the latest climate change uplifts where 

available. 

See Section 4 of the Level 1 SFRA or details of applicable climate change allowances for 

the district. 

4.7 Groundwater flooding 

The JBA Groundwater Emergence map has been used to assess potential areas that are 

likely to be at higher risk of groundwater flooding. The JBA Groundwater Emergence map, 

shows the likelihood of groundwater emergence posing a risk to both surface and 

subsurface assets, based on predicted groundwater levels during a 1% AEP event. Surface 

water mapping and topographic data is used to gain an understanding of the overland flow 

routes which may be impacted by this emergence.  

The JBA Groundwater Emergence mapping is categorised into five different classes; a 

detailed description of the classes is in Table 4-3 below. 

Table 4-3: JBA Groundwater Emergence Map category descriptions. 

Category Potential risk 

Groundwater levels are either 
at or very near (within 0.025m 
of) the ground surface. 

Within this zone there is a risk of groundwater flooding 
to both surface and subsurface assets. Groundwater 
may emerge at significant rates and has the capacity 
to flow overland and/or pond within any topographic 
low spots. 

https://environment.data.gov.uk/dataset/c853dc8c-9371-4a8f-99ea-a1daa023945e
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Category Potential risk 

Groundwater levels are 
between 0.025m and 0.5m 
below the ground surface. 

Within this zone there is a risk of groundwater flooding 
to both surface and subsurface assets. There is the 
possibility of groundwater emerging at the surface 
locally. 

Groundwater levels are 
between 0.5m and 5m below 
the ground surface. 

There is a risk of flooding to subsurface assets, but 
surface manifestation of groundwater is unlikely. 

Groundwater levels are at least 
5m below the ground surface. 

Flooding from groundwater is not likely. 

Low risk. This zone is deemed as having a negligible risk from 
groundwater flooding due to the nature of the local 
geological deposits. 

4.7.1 Groundwater flooding and climate change 

The impact of climate change is more uncertain for groundwater flooding associated with 

rivers and land catchments and those watercourses where groundwater has a large 

influence on winter flood flows. Changes in frequency and intensity of groundwater flooding 

due to climate change would depend on the flooding mechanism and geological 

characteristics. 

Milder wetter winters may increase the frequency of groundwater flooding incidents in areas 

that are already susceptible, but warmer drier summers may counteract this effect by 

drawing down groundwater levels to a greater extent during the summer months. 

4.8 Reservoir flooding 

The risk of inundation as a result of a breach or failure of a number of reservoirs within the 

area has been identified from the EA’s Reservoir Flood Extents dataset (gov.uk). Although 

it is predicted that there is a risk to life if these reservoirs were to fail, the risk of such an 

event occurring is very low.  

This dataset consists of flood extents for two scenarios including 'Wet Day' and 'Dry Day', 

for all large, raised reservoirs. The 'Dry Day' scenario shows flood extents in the event that 

reservoirs were to fail and release the water they hold when local rivers are at normal 

levels. The 'Wet Day' scenario shows flood extents in the event that reservoirs were to fail 

and release the water they hold when local rivers are in flood. 

Flood extents are not included for smaller reservoirs or for reservoirs commissioned after 

the reservoir modelling programme began in October 2016. Furthermore, only those 

reservoirs with an impounded volume greater than 25,000 cubic metres are governed by 

the Reservoir Act 1975. 

 

https://www.gov.uk/check-long-term-flood-risk?easting=504825&northing=249317&address=100081210838&map=RiversOrSea
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4.9 Residual risk 

Several sites assessed within Rother are near culverted sections of watercourses which 

flow beneath roads, railway lines, and footpaths, and present a residual flood risk should 

they become blocked or collapse. Potential culvert blockages that may affect a site were 

identified on OS Mapping and the OS Watercourse Link layer to determine where 

watercourses flow into culverts or through structures (i.e. bridges) in the vicinity of the sites. 

Any potential locations were flagged in the site summary spreadsheet. 

Several sites within Rother are located within close proximity of raised flood defences which 

present a residual risk should they breach or be overtopped. Raised flood defences were 

identified using the EA AIMS dataset. 

4.10 Depth, velocity and hazard to people 

Where data is available, the Level 2 assessment maps the probable depth and velocity of 

flooding and the hazard to people and use this within the site summary spreadsheet. 

Hazard to people has been calculated using the below formula as suggested in Defra’s 

Supplementary note on flood hazard ratings and thresholds for development planning and 

control purpose (gov.uk). The different hazard categories are shown in Table 4-4. 

Developers should also test the impact of climate change depths, velocities, and hazard on 

the site, as part of the site-specific FRA. 

Table 4-4: Defra's 'Flood Risks to People' classifications 

Description of Flood 
Hazard Rating 

Flood Hazard Rating Classification Explanation 

Very Low Hazard/ 
Caution 

<0.75 'Flood zone with shallow flowing 
water or deep standing water' 

Danger For Some (i.e. 
children) 

0.75 - 1.25 'Danger: flood zone with deep or 
fast flowing water' 

Danger For Most 1.25 - 2.00 'Danger: flood zone with deep 
fast flowing water' 

Danger For All >2.00 'Extreme danger: flood zone with 
deep fast flowing water' 

4.10.1 Fluvial and tidal 

Where detailed modelling is available, the flood depth, velocity and hazard grids were used 

to provide a more accurate picture of flood risk at the sites. Where only national modelling 

covers a site, flood depth, velocity and hazard data is not available. 

4.10.2 Surface Water 

The new Flood Map for Planning – Surface Water Spatial Planning Extents dataset has 

been used to assess flood depths at the development sites. However, this dataset does not 

include velocity or hazard information. 

https://assets.publishing.service.gov.uk/media/602d04a98fa8f5037d371a08/FLOOD_HAZARD_RATINGS_AND_THRESHOLDS_explanatory_note.pdf
https://assets.publishing.service.gov.uk/media/602d04a98fa8f5037d371a08/FLOOD_HAZARD_RATINGS_AND_THRESHOLDS_explanatory_note.pdf
https://assets.publishing.service.gov.uk/media/602d04a98fa8f5037d371a08/FLOOD_HAZARD_RATINGS_AND_THRESHOLDS_explanatory_note.pdf
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4.11 SuDS suitability 

The hydraulic and geological characteristics of each site have been assessed to determine 

the factors that potentially constrain schemes for surface water management. This 

assessment is designed to inform the early-stage site planning process and is not intended 

to replace site-specific detailed drainage assessments. A high-level assessment of 

suitability of SuDS for each development site is included provided in Section 7.1. 

The assessment is based on catchment characteristics using the following data: 

• EA 1m LiDAR 

• The British Geological Survey website (bgs.ac.uk) geology and soils mapping 

• Historic landfill sites  

• Groundwater Source Protection Zones 

• Nitrate Vulnerable Zones 

• JBA Groundwater Emergence Mapping (see Section 4.7 for further details) 

• Main River and OS Watercourse Link layers 

• Surface Water mapping 

• Flood Zones derived as part of this Level 2 SFRA (see Section 4.2 for further 

details) 

• Internal Drainage Board (IDB) boundaries 

This data was then collated to provide an indication of particular groups of SuDS systems 

which might be suitable at a site. SuDS techniques were categorised into five main groups, 

as shown in Table 4-5.  

Table 4-5: Summary of SuDS categories 

SuDS Type Technique 

Source 
Controls 

Green Roof, Rainwater Harvesting, Rain Gardens 

Infiltration Infiltration Trench, Infiltration Basin, Soakaway, Pervious Pavements 

Detention Pond, Wetland, Subsurface Storage, Shallow Wetland, Extended 
Detention Wetland, Pocket Wetland, Submerged Gravel Wetland, 
Wetland Channel, Detention Basin 

Filtration Surface Sand Filter, Sub-Surface Sand Filter, Perimeter Sand Filter, 
Bioretention, Filter Strip, Filter Trench 

Conveyance Dry Swale, Under-drained Swale, Wet Swale 

 
The catchment characteristics listed above for each site taken forward to a Level 2 

assessment are summarised in Table 4-6 below. 

 

 

 

https://www.bgs.ac.uk/map-viewers/uk-soil-observatory-ukso/
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Table 4-6: Summary of the implications of catchment characteristics at each site 

Site ID EA LiDAR BGS Geology 
and Soils 
mapping 

Historic 
landfill 
site 

 

Groundwater 
Source 
Protection Zone 

 

Nitrate 
Vulnerable 
Zone 

 

JBA 
Groundwater 
Emergence 
mapping 

Main River and 
OS Watercourse 
Link layers 

Surface 
Water risk 

Flood 
Zones 

IDB 
Catchment 

BEX0008  Sloping 
topography from 
western boundary 
to south-eastern 
boundary 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk The Egerton 
Stream (EA 
Main River) 
flows in a south-
easterly 
direction through 
the site 

High N/A N/A 

BEX0011  Relatively flat 
topography, with 
higher elevations 
along the 
northern 
boundary 
(associated with 
railway 
embankment) 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk N/A High N/A N/A 

BEX0078  Sloping 
topography from 
the east to the 
west of the site 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk N/A Moderate N/A N/A 

BEX0089 Sloping 
topography from 
the south to the 
north of the site. 
Steeper 
topography along 
the southern 
boundary 
(associated with a 
railway 
embankment) 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk N/A Low Flood 
Zones 
plus 
Climate 
Change 

N/A 

BEX0238  Relatively flat 
topography. 
Steeper 

Siltstone, 
mudstone and 
sandstone 

No No No Negligible risk Egerton Stream 
(Main River) 
flows in a 

High  N/A N/A 
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Site ID EA LiDAR BGS Geology 
and Soils 
mapping 

Historic 
landfill 
site 

 

Groundwater 
Source 
Protection Zone 

 

Nitrate 
Vulnerable 
Zone 

 

JBA 
Groundwater 
Emergence 
mapping 

Main River and 
OS Watercourse 
Link layers 

Surface 
Water risk 

Flood 
Zones 

IDB 
Catchment 

topography along 
the southern 
boundary 
(associated with a 
railway 
embankment) 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

southerly 
direction along 
the sites 
western 
boundary. 

BEX0240 Sloping 
topography from 
the south-west to 
the north-east, 
towards the 
ordinary 
watercourse 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk The East 
Stream (Main 
River) flows 
along the sites 
northern 
boundary. An 
unnamed 
ordinary 
watercourse 
flows in a 
northerly 
direction through 
the centre of the 
site. 

Low Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change 

Pevensey and 
Cuckmere 
Internal 
Drainage 
Board 

BEX0250 Slight slope in 
topography from 
the south-east to 
the south-west 

Siltstone, 
mudstone and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No No Negligible risk N/A Low N/A N/A 

CAM0001 Topography is 
relatively flat 
across the site 

Siltstone, 
mudstone and 
sandstone 

 

Sand dune soils 

No No No Moderate risk N/A Very low Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

CAM0002  Topography is 
relatively flat 
across the site 

Siltstone, 
mudstone and 
sandstone 

 

Sand dune soils 

No 

 

No No Moderate risk N/A Low Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change  

Romney 
Marshes Area 
Internal 
Drainage 
Board 
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Site ID EA LiDAR BGS Geology 
and Soils 
mapping 

Historic 
landfill 
site 

 

Groundwater 
Source 
Protection Zone 

 

Nitrate 
Vulnerable 
Zone 

 

JBA 
Groundwater 
Emergence 
mapping 

Main River and 
OS Watercourse 
Link layers 

Surface 
Water risk 

Flood 
Zones 

IDB 
Catchment 

CAM0004  Topography is 
relatively flat with 
some variation 
across the site  

Siltstone, 
mudstone and 
sandstone 

 

Sand dune soils 

No No No Moderate risk N/A Low Flood 
Zone 3a 
and Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

ICK0003  Topography is 
relatively flat 
across the site 

Siltstone, 
mudstone and 
sandstone 

 

Sand dune soils 
and loamy and 
clayey soils of 
coastal flats with 
naturally high 
groundwater 

No No No High risk N/A Low  Flood 
Zones 2 
and 3a 
and Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

PEA0033  Sloping 
topography from 
the north-east to 
the south-west 

Siltstone, and 
sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No Yes Negligible risk N/A High N/A N/A 

RYE0001  Topography is 
relatively flat 
across the site 

Sandstone, 
siltstone and 
mudstone.  
 
Loamy and 
clayey soils of 
coastal flats with 
naturally high 
groundwater 

No No Yes Majority of the 
site is at 
negligible risk. 
Small area of 
high risk in the 
south-western 
corner of the site 

Unnamed 
ordinary 
watercourse to 
the south-west 
of the site 

 

Low Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 
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Site ID EA LiDAR BGS Geology 
and Soils 
mapping 

Historic 
landfill 
site 

 

Groundwater 
Source 
Protection Zone 

 

Nitrate 
Vulnerable 
Zone 

 

JBA 
Groundwater 
Emergence 
mapping 

Main River and 
OS Watercourse 
Link layers 

Surface 
Water risk 

Flood 
Zones 

IDB 
Catchment 

RYE0002  Topography is 
relatively flat 
across the site 

Sandstone, 
siltstone and 
mudstone.  
 
Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage. 

No No Yes Negligible risk River Tillingham 
(Main River) 
flows along the 
sites eastern 
boundary. The 
River Tillingham 
joins the River 
Brede to the 
south-east of the 
site. 

Low Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

RYE0015  Topography is 
relatively flat 
across the site 

Sandstone, 
siltstone and 
mudstone.  
 
Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage 

No No Yes Majority of the 
site is at 
negligible risk. 
Small area of 
moderate risk in 
the east of the 
site 

N/A Very low Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

RYE0016  Topography is 
relatively flat 
across the site 

Sandstone, 
siltstone and 
mudstone.  
 
Loamy and 
clayey soils of 
coastal flats with 
naturally high 
groundwater 

No No  No Negligible risk The River Brede 
(Main River) 
flows along the 
south-eastern 
site boundary 

Very low Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

RYE0057  Topography is 
relatively flat 
across the site, 
with slightly 
steeper 
elevations along 
the eastern site 
boundary 

Sandstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage. 

No No  No Moderate risk N/A Moderate Flood 
Zones 
plus 
climate 
change 

N/A 
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Site ID EA LiDAR BGS Geology 
and Soils 
mapping 

Historic 
landfill 
site 

 

Groundwater 
Source 
Protection Zone 

 

Nitrate 
Vulnerable 
Zone 

 

JBA 
Groundwater 
Emergence 
mapping 

Main River and 
OS Watercourse 
Link layers 

Surface 
Water risk 

Flood 
Zones 

IDB 
Catchment 

RYE0059  Topography is 
relatively flat, with 
a slight slope 
towards the 
centre of the site 

Sandstone, 
siltstone and 
mudstone 

 

Slightly acid 
loamy and 
clayey soils with 
impeded 
drainage. 

No No No Negligible risk The River 
Tillingham flows 
along the sites 
western 
boundary. It joins 
the River Brede 
directly south 
east of the site. 

High  Flood 
Zones 2 
and 3 and 
Flood 
Zones 
plus 
climate 
change 

Romney 
Marshes Area 
Internal 
Drainage 
Board 

TIC0003  Sloping 
topography from 
the north-east to 
the south-west 

Mudstone 

 

Slowly 
permeable 
seasonally wet 
slightly acid but 
base-rich loamy 
and clayey soils 

No No Yes Negligible risk An unnamed 
ordinary 
watercourse 
flows along the 
sites western 
boundary 

Moderate N/A N/A 
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4.12 Emergency Planning 

Flood Warning Areas (FWAs) and Flood Alert Areas (FAAs) are detailed in the EA's GIS 

datasets and can be used to inform emergency planning. FAAs inform the EA when there is 

flooding first in the catchment, irrespective of properties, hence this coverage tends to apply 

to whole watercourses or stretch of coastline. FWAs are derived from the extreme flood 

outline (0.1% AEP event), focussed on communities, properties, and/or infrastructure. 

Modelled depth, velocity and hazard data can be used to understand safe access and 

escape routes for each site.  

Table 4-7 shows the FWAs and FAAs covering each site included within the Level 2 SFRA 

assessments. 

Table 4-7: Environment Agency FWAs and FAAs  

Site ID Flood Warning Area Flood Alert Area 

BEX0008  N/A N/A 

BEX0011  N/A N/A 

BEX0078  N/A N/A 

BEX0089 N/A N/A 

BEX0238  N/A N/A 

BEX0240 Pevensey Levels 

(065FWC3502) 

Inland areas of the 

Pevensey Levels 

(065WAC418) 

BEX0250 N/A N/A 

CAM0001 Coast from Dungeness to 

Rye (064FWC9) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

CAM0002  Coast from Dungeness to 

Rye (064FWC9) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

CAM0004  Coast from Dungeness to 

Rye (064FWC9) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

ICK0003  Rye, Rye Harbour and East 

Guldeford (064FWC10B) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

PEA0033  N/A N/A 
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Site ID Flood Warning Area Flood Alert Area 

RYE0001  Rye, Rye Harbour and East 

Guldeford (064FWC10B) 

Rye properties along the 

Tillingham (064FWF53A) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

RYE0002  Rye, Rye Harbour and East 

Guldeford (064FWC10B) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

RYE0015  N/A Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

RYE0016  Rye, Rye Harbour and East 

Guldeford (064FWC10B) 

Kings Avenue Estate and 

Rock Channel, Rye 

(064FWC10A) 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

RYE0057  N/A Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

RYE0059  Rye, Rye Harbour and East 

Guldeford (064FWC10B) 

 

Coast from Fairlight to 

Dungeness including the 

Tidal Rother (064WAC306) 

TIC0003  N/A N/A 
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5 Level 2 Assessment Methodologys 

This section outlines how sites were screened against flood risk datasets to determine 

which sites required a Level 2 site assessment. It also identifies other sites, referred to in 

this SFRA as 'less preferable', at lower risk with general recommendations for developers. 

5.1 Site screening 

Within the Level 1 SFRA, a total of 158 potential site allocations were provided by RDC, as 

LPA, and were screened using an 'overlap analysis' tool in GIS. This analysed various flood 

risk datasets against the site allocations layer and calculated the percentage cover for each 

flood risk dataset against each site. This was used to provide a summary of risk to each 

site, including:  

• the proportion of the site in the EA's FMfP Flood Zones dataset and Flood Zone 

3b. 

• the proportion of the site affected by climate change within detailed fluvial and 

coastal modelling extents, where available, and the EA's FMfP Flood Zones plus 

climate change dataset, where not available. 

• the proportion of the site at risk from surface water flooding in the Flood Map for 

Planning – Surface Water Spatial Planning extents mapping for the 3.3%, 1%, 

and 0.1% AEP events.  The impact of climate change has been assessed using 

the Surface Water Spatial Planning plus climate change extent mapping for the 

3.3%, 1% and 0.1% AEP events. Climate change allowances are based on the 

‘Upper End’ scenario for the 2070s epoch (2061 to 2125). 

• whether the site is within, or partially within, the reservoir 'Dry Day' or 'Wet Day' 

flood extents. 

• whether the site is within, or partially within, the EA Historic Flood Map dataset or 

within 50m of a LLFA recorded flood incident. 

• whether the site is within 20m of watercourses shown within the Main River 

dataset. 

• whether the site is at risk from groundwater emergence using the JBA 

Groundwater Emergence Map. 
 

The results of the screening provide a quick and efficient way of identifying sites that are 

likely to require a Level 2 assessment, assisting RDC with Sequential Test decision-making 

so that flood risk is taken into account when considering allocation options.  

The screening also provides an opportunity to identify sites which may show to be 100% in 

Flood Zone 1, but upon visual inspection in GIS, have an ordinary watercourse flowing 

through or adjacent to them. Although there are no Flood Zone maps available for these 

watercourses, it does not mean the watercourse does not pose a risk, it just means no 

modelling has yet been undertaken to identify the risk. 
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Flood Zones are not always provided for specific sites or land where the catchment of the 

watercourse falls below 3km². For this reason, the Flood Zones are not of a resolution to be 

used as application evidence to provide the details of possible flooding for individual 

properties or sites and for any sites with watercourses on, or adjacent to the site. The 

Surface Water Spatial Planning extents have been used to assess flood risk in these cases 

because it is comparable to fluvial flooding from smaller watercourses and is therefore a 

reasonable representation of the floodplain of such watercourses to use for a strategic 

assessment. 

5.2 Sites taken forward to a Level 2 assessment 

JBA undertook a more detailed scoping assessment of the 158 sites to determine whether 

they required inclusion in the Level 2 SFRA. Each site was assigned a 'least preferrable', 

'less preferrable' or 'most preferable' rating based on its relative level of flood risk.  

• 'Least preferrable' sites were identified where more than 20% of the site was at 

risk from fluvial, tidal or surface water sources. Where the size of the indicative 

built area was available, the percentage of the undeveloped area was compared 

against the percentage of the site at risk of future fluvial, tidal and surface water 

flooding. If the percentage of the site at risk exceeded the undeveloped 

proportion, the site was classified as 'least preferable'. The sites taken forward 

were selected from this assessment. 'Least preferable' sites had significant 

obstacles or challenges for development which would need consideration if taken 

forward. They may need the Exception Test to demonstrate that the site can be 

safely developed, from a flood risk perspective.  

• 'Less preferrable' sites were identified to have between 0% and 20% of the site at 

risk from either fluvial, tidal or surface water sources. Where the size of the 

indicative built area was available, the percentage of the undeveloped area was 

compared against the percentage of the site at risk of future fluvial, tidal and 

surface water flooding. If the percentage of the site at risk did not exceed the 

undeveloped proportion of the site, but was greater than 0%, the site was 

classified as 'less preferable'. 'Less preferable' sites were flagged for further 

consideration by planners and developers, but it is likely to be possible to address 

the flood risk constraints at planning application stage through a sequential 

approach to development placement within the site. Safe access and escape 

should be considered and investigated for all allocations prior to any 

development. 

• 'Most preferrable' sites were identified to have 0% of the allocation at risk of either 

fluvial, tidal, or surface water sources. However, it is noted that 'most preferable' 

sites may still require an FRA and drainage strategy, depending on the size and 

location of the site. Safe access and escape should be considered and 

investigated for all allocations prior to any development. 

 

Of the 158 sites screened, the results were as follows: 

• 28 'Least preferrable' sites (19 were taken forward after review from RDC) 



 

SPU-JBAU-XX-XX-RP-HM-0001-S3-P01-RDC_Level_2_SFRA_2026 4 

• 94 'Less preferable' sites  

• 36 'Most preferable' sites 

5.3 Site summary spreadsheet 

As part of the Level 2 SFRA, detailed site assessments have been produced for the 19 

sites 'Least preferrable' sites which were taken forward after review from RDC. The site 

summary spreadsheet can be found in Appendix A with the mapping shown in Appendix B. 
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6 Flood risk management requirements for 
developers 

The flood risk management requirements for developers are detailed within the Rother 

Level 1 SFRA (Section 8).  Users should refer to this section for guidance on site-specific 

FRAs and other principles for managing flood risk in new development.  

This contains details on: 

• early consultation with statutory and non-statutory consultees; 

• requirements for site-specific FRAs, including signposting to specific guidance; 

and 

• emergency planning. 

The sections below contain further information on emergency planning and the 

requirements for developer contributions. 

6.1 Emergency planning 

Safe access and escape routes from the site should be provided. The developer should 

seek to incorporate an emergency plan and a safe refuge point if the development site has 

been identified to be at risk of flooding. The local authority and Emergency Services should 

be consulted when designing an emergency plan. 

This Level 2 assessment has identified 11 proposed sites (BEX0240, CAM0001, CAM0002, 

CAM0004, ICK0003, RYE001, RYE0002, RYE0015, RYE0016, RYE0057, RYE0059) are 

located within existing EA FWAs and/or FAAs. For proposed development within existing 

EA FWAs, developers should consult the EA to ensure that adequate flood warning 

procedures and evacuation processes are in place and that RMAs are not put under any 

additional burden. 

Section 10 of the Level 1 SFRA report discusses NPPF requirements and what an 

emergency plan will need to consider and other relevant information on emergency 

planning. Further information is provided on the East Sussex County Council Emergency 

Planning webpage. 

The duration and onset of flooding affecting a site depends on several factors: 

• Location of the site within the catchment: flooding is likely to be rapid and flashy 

in the upper catchment (e.g. small tributaries) and slower responding and longer 

in duration in the lower catchment.  

• Upstream storage: floodplains, reservoirs, and other storage areas upstream of a 

site may provide some online flood storage that reduces the flood risk 

downstream and delays the onset of flooding. 

• Timing of peak flow: at the confluence of the larger watercourses and smaller 

tributaries, there may be different timings of peak flows, for example smaller 

tributaries would peak much earlier than the larger catchments. 

https://www.eastsussex.gov.uk/community/emergency-planning
https://www.eastsussex.gov.uk/community/emergency-planning
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• The principal source of flooding: where this is surface water, depending on the 

intensity and location of the rainfall, flooding could be experienced within 30 

minutes of the heavy rainfall event e.g., a thunderstorm. Typically, the duration of 

flooding for areas at risk of surface water flooding, or from flash flooding from 

small watercourses, is short (hours rather than days). 

• The preceding weather conditions prior to the flooding: wet weather lasting 

several weeks will lead to saturated ground. Rivers respond much quicker to 

rainfall in these conditions. 

• Whether a site is defended, noting that if the defences were to fail, a site could be 

affected by very fast flowing and hazardous water within 15 minutes of a breach 

developing (depending on the size of the breach and the location of the site in 

relation to the breach), causing danger to life.  

• Catchment geology: the permeability of a catchment affects its response time, for 

example chalk catchments take longer to respond than clay catchments. 

6.2 Developer contributions 

In some cases, and following the application of the Sequential Test, it may be appropriate 

for the developer to contribute to the improvement of flood defence provision that would 

benefit both proposed new development and the existing local community. Developer 

contributions should include the following: 

• Developers should check the online Flood Map for Planning (gov.uk) in the first 

instance to identify any major changes to the Flood Zones and the long-term 

flood risk mapping portal (gov.uk) for any changes to flood risk from surface water 

or inundation from reservoirs. 

• Developer contributions can be made to maintenance and provision of flood risk 

management assets, flood warning and the reduction of surface water flooding 

(i.e. SuDS). 

• Developers should also confirm that a development will not impact upon the 

ability of a floodplain to store or convey and seek opportunities to provide 

floodplain betterment, should the footprint of a development change. 

• Where necessary, compensatory flood storage should be provided up to the 1% 

AEP plus climate change flood level and adjacent to the floodplain so that the 

flood storage can hydraulically fill and drain. 

• Developers must be aware that that information within the Level 1 and Level 2 

SFRAs will be a useful starting point for development considerations, however 

they must request the most recent data and update hydraulic modelling where 

required. 

The council should only use planning obligations to secure contributions where it is satisfied 

that the contribution will fund works / measures which are: 

• Necessary to make the development acceptable in planning terms; 

• Directly related to the development; and 

• Fairly and reasonably related in scale and kind to the development 

https://flood-map-for-planning.service.gov.uk/
https://www.gov.uk/check-long-term-flood-risk
https://www.gov.uk/check-long-term-flood-risk
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7 Surface water management and SuDS 

The Surface Water Management roles and responsibilities for different organisations and 

relevant legislation, policy and strategy are detailed within the RDC Level 1 SFRA (Section 

9). Users should refer to this section when considering the different sources of flood risk to 

the site and how this can be mitigated in a sustainable way. 

This contains detail on: 

• role of the LLFA and LPA in surface water management; 

• types of SuDS; 

• sources of SuDS guidance; and, 

• other surface water considerations including Groundwater Source Protection 

Zones (GSPZs), and Nitrate Vulnerability Zones (NVZs). 

7.1 Broadscale assessment of possible SuDS 

An assessment of the suitability of SuDS for each proposed site, based on the catchment 

characteristics described in A, is outlined in Table 7-1 below. The assessment of suitability 

is broadscale and indicative only; more detailed assessments should be carried out during 

the site planning stage to confirm the feasibility of different types of SuDS. 

Table 7-1: Assessment of the suitability of SuDS at each site 

Site ID SuDS Suitability Assessment 

BEX0008  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Egerton Stream (Main River) is culverted through the site. 

This should be daylighted where possible and integrated into the 

site drainage strategy as blue-green infrastructure. A minimum 
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Site ID SuDS Suitability Assessment 

buffer distance of 8m must be provided between development 

and the watercourse to allow for access and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the south and centre of the 

site during the 1% AEP plus climate change event. Existing 

areas at risk of surface water flooding should be retained where 

possible and integrated with blue-green infrastructure and public 

open space. 

BEX0011  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water during the 1% AEP plus climate 

change event. Existing flow paths should be retained and 

integrated with blue-green infrastructure and public open space. 

BEX0078  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 
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Site ID SuDS Suitability Assessment 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding during the 1% AEP plus 

climate change event. Existing areas at risk of surface water 

flooding should be retained where possible and integrated with 

blue-green infrastructure and public open space. 
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Site ID SuDS Suitability Assessment 

BEX0089 • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding during the 1% AEP plus 

climate change event. Existing areas at risk of surface water 

flooding should be retained where possible and integrated with 

blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

BEX0238  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 
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Site ID SuDS Suitability Assessment 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Egerton Stream (Main River) should be integrated into the 

site drainage strategy as blue-green infrastructure. A minimum 

buffer distance of 8m must be provided between development 

and the watercourse to allow for access and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding during the 1% AEP plus 

climate change event. Existing areas at risk of surface water 

flooding should be retained where possible and integrated with 

blue-green infrastructure and public open space. 
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BEX0240 • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regard to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The East Stream (Main River) and unnamed watercourse should 

be integrated into the site drainage strategy as blue-green 

infrastructure. A minimum buffer distance of 8m must be provided 

between development and the watercourse to allow for access 

and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water flow paths during the 1% AEP plus 

climate change event. Existing flow paths should be retained and 

integrated with blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Pevensey and Cuckmere Water Level 

Management Board district who may have additional 

requirements regarding discharge rates (directly or indirectly) into 

their district. The IDB should be consulted during the detailed 

design of the site to establish the Board's requirements, and 

determine whether there will be a need to apply for surface water 

discharge or ordinary watercourse consents. 
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Site ID SuDS Suitability Assessment 

BEX0250 • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the centre of the site during 

the 1% AEP plus climate change event. Existing areas at risk of 

surface water flooding should be retained where possible and 

integrated with blue-green infrastructure and public open space. 
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Site ID SuDS Suitability Assessment 

CAM0001 • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• Groundwater levels are indicated to be less than 1m below 

ground level during a 1% AEP event. Detention and attenuation 

features should be designed to prevent groundwater ingress from 

impacting hydraulic capacity and structural integrity. Additional 

site investigation work may be required to support the detailed 

design of the drainage system. This may include groundwater 

monitoring to demonstrate that a sufficient unsaturated zone has 

been provided above the highest occurring groundwater level. 

Below ground development such as basements are not 

appropriate at this site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area Internal Drainage 

Board (IDB) district who may have additional requirements 

regarding discharge rates (directly or indirectly) into their district. 

The IDB should be consulted during the detailed design of the 

site to establish the Board's requirements, and determine 

whether there will be a need to apply for surface water discharge 

or ordinary watercourse consents. 
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Site ID SuDS Suitability Assessment 

CAM0002  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• Groundwater levels are indicated to be between 0.5 and 5m 

below ground level during a 1% AEP event. Detention and 

attenuation features should be designed to prevent groundwater 

ingress from impacting hydraulic capacity and structural integrity. 

Additional site investigation work may be required to support the 

detailed design of the drainage system. This may include 

groundwater monitoring to demonstrate that a sufficient 

unsaturated zone has been provided above the highest occurring 

groundwater level. Below ground development such as 

basements are not appropriate at this site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the centre of the site during 

the 1% AEP plus climate change event. Existing areas at risk of 

surface water flooding should be retained where possible and 

integrated with blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 
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Site ID SuDS Suitability Assessment 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 
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CAM0004  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• Groundwater levels are indicated to be less than 1m below 

ground level during a 1% AEP event. Detention and attenuation 

features should be designed to prevent groundwater ingress from 

impacting hydraulic capacity and structural integrity. Additional 

site investigation work may be required to support the detailed 

design of the drainage system. This may include groundwater 

monitoring to demonstrate that a sufficient unsaturated zone has 

been provided above the highest occurring groundwater level. 

Below ground development such as basements are not 

appropriate at this site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the north and centre of the 

site during the 1% AEP plus climate change event. Existing 

areas at risk of surface water flooding should be retained where 

possible and integrated with blue-green infrastructure and public 

open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 
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Site ID SuDS Suitability Assessment 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 

ICK0003  • BGS data indicates that the underlying geology is siltstone, 

mudstone and sandstone, which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• Groundwater levels are indicated to be at or very near (within 

0.025m) ground level and there is a risk of groundwater flooding 

at the surface during a 1% AEP event. Detention and attenuation 

features should be designed to prevent groundwater ingress from 

impacting hydraulic capacity and structural integrity. Additional 

site investigation work may be required to support the detailed 

design of the drainage system. This may include groundwater 

monitoring to demonstrate that a sufficient unsaturated zone has 

been provided above the highest occurring groundwater level. 

Below ground development such as basements are not 

appropriate at this site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the north of the site during 

the 1% AEP plus climate change event. Existing areas at risk of 

surface water flooding should be retained where possible and 

integrated with blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 
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Site ID SuDS Suitability Assessment 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 

PEA0033  • BGS data indicates that the underlying geology is siltstone and 

sandstone, which is likely to have highly variable permeability. 

This should be confirmed through infiltration testing. Off-site 

discharge in accordance with the SuDS hierarchy may be 

required to discharge surface water runoff from the site. 

• The site is not located within a historic landfill site or 

Groundwater Source Protection Zone and there are no 

restrictions over the use of infiltration techniques with regard to 

groundwater quality. 

• The site is located within a Nitrate Vulnerable Zone. Nitrate 

contamination will potentially influence the choice of SuDS and 

should be assessed as part of the design process. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of a surface water flow path across the south of the site 

during the 1% AEP plus climate change event. Existing surface 

water flow paths should be retained and integrated with blue-

green infrastructure and public open space. 

RYE0001  • BGS data indicates that the underlying geology is siltstone and 

sandstone, which is likely to have highly variable permeability. 

Permeability should be confirmed through infiltration testing. Off-

site discharge in accordance with the SuDS hierarchy may be 

required to discharge surface water runoff from the site. 

• The site is not located within a historic landfill site or 

Groundwater Source Protection Zone and there are no 
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Site ID SuDS Suitability Assessment 

restrictions over the use of infiltration techniques with regard to 

groundwater quality. 

• The site is located within a Nitrate Vulnerable Zone. Nitrate 

contamination will potentially influence the choice of SuDS and 

should be assessed as part of the design process. 

• The majority of the site is not considered to be susceptible to 

groundwater flooding, due to the nature of the local geological 

conditions. This should be confirmed through additional site 

investigation work. However, groundwater levels in the south-

western corner of the site are indicated to be at or very near 

(within 0.025m) ground level and there is a risk of groundwater 

flooding at the surface during a 1% AEP event. Detention and 

attenuation features should be designed to prevent groundwater 

ingress from impacting hydraulic capacity and structural integrity. 

Additional site investigation work may be required to support the 

detailed design of the drainage system. This may include 

groundwater monitoring to demonstrate that a sufficient 

unsaturated zone has been provided above the highest occurring 

groundwater level. Below ground development such as 

basements are not appropriate in this area of the site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The unnamed watercourse should be integrated into the site 

drainage strategy as blue-green infrastructure. A minimum buffer 

distance of 8m must be provided between development and the 

watercourse to allow for access and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of a surface water flow path across the centre of the 

site during the 1% AEP plus climate change event. Existing 

surface water flow paths should be retained and integrated with 

blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 
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Site ID SuDS Suitability Assessment 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 
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RYE0002  • BGS data indicates that the underlying geology is siltstone, 

sandstone and mudstone which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site or 

Groundwater Source Protection Zone and there are no 

restrictions over the use of infiltration techniques with regard to 

groundwater quality. 

• The site is located within a Nitrate Vulnerable Zone. Nitrate 

contamination will potentially influence the choice of SuDS and 

should be assessed as part of the design process. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The River Tillingham (Main River) should be integrated into the 

site drainage strategy as blue-green infrastructure. A minimum 

buffer distance of 8m must be provided between development 

and the watercourse to allow for access and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding across the site during the 1% 

AEP plus climate change event. Existing areas at risk of surface 

water flooding should be retained where possible and integrated 

with blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 
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Site ID SuDS Suitability Assessment 

apply for surface water discharge or ordinary watercourse 

consents. 

RYE0015  • BGS data indicates that the underlying geology is siltstone, 

sandstone and mudstone which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site or 

Groundwater Source Protection Zone and there are no 

restrictions over the use of infiltration techniques with regard to 

groundwater quality. 

• The site is located within a Nitrate Vulnerable Zone. Nitrate 

contamination will potentially influence the choice of SuDS and 

should be assessed as part of the design process. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

However, groundwater levels in the east of the site are indicated 

to be less than 1m below ground level during a 1% AEP event. 

Detention and attenuation features should be designed to 

prevent groundwater ingress from impacting hydraulic capacity 

and structural integrity. Additional site investigation work may be 

required to support the detailed design of the drainage system. 

This may include groundwater monitoring to demonstrate that a 

sufficient unsaturated zone has been provided above the highest 

occurring groundwater level. Below ground development such as 

basements are not appropriate in this area of the site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 
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Site ID SuDS Suitability Assessment 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 



 

SPU-JBAU-XX-XX-RP-HM-0001-S3-P01-RDC_Level_2_SFRA_2026 25 

Site ID SuDS Suitability Assessment 

RYE0016  • BGS data indicates that the underlying geology is siltstone, 

sandstone and mudstone which is likely to have highly variable 

permeability. Permeability should be confirmed through 

infiltration testing. Off-site discharge in accordance with the 

SuDS hierarchy may be required to discharge surface water 

runoff from the site. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The River Brede (Main River) should be integrated into the site 

drainage strategy as blue-green infrastructure. A minimum buffer 

distance of 8m must be provided between development and the 

watercourse to allow for access and maintenance. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 

RYE0057  • BGS data indicates that the underlying geology is sandstone 

which is likely to be free draining. This should be confirmed 

through infiltration testing, with the use of infiltration maximised 

as much as possible in accordance with the SuDS hierarchy. 
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• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• Groundwater levels are indicated to be less than 1m below 

ground level during a 1% AEP event. Detention and attenuation 

features should be designed to prevent groundwater ingress from 

impacting hydraulic capacity and structural integrity. Additional 

site investigation work may be required to support the detailed 

design of the drainage system. This may include groundwater 

monitoring to demonstrate that a sufficient unsaturated zone has 

been provided above the highest occurring groundwater level. 

Below ground development such as basements are not 

appropriate at this site. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the west of the site during 

the 1% AEP plus climate change event. Existing areas at risk of 

surface water flooding should be retained where possible and 

integrated with blue-green infrastructure and public open space. 

• Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 
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RYE0059  • BGS data indicates that the underlying geology is sandstone 

which is likely to be free draining. This should be confirmed 

through infiltration testing, with the use of infiltration maximised 

as much as possible in accordance with the SuDS hierarchy. 

• The site is not located within a historic landfill site, Groundwater 

Source Protection Zone or Nitrate Vulnerable Zone. Therefore, 

there are not anticipated to be any restrictions over the use of 

infiltration techniques with regards to water quality. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The River Tillingham and River Brede (Main Rivers) should be 

integrated into the site drainage strategy as blue-green 

infrastructure. A minimum buffer distance of 8m must be provided 

between development and the watercourse to allow for access 

and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of surface water ponding in the centre of the site during 

the 1% AEP plus climate change event. Existing areas at risk of 

surface water flooding should be retained where possible and 

integrated with blue-green infrastructure and public open space. 

•  Proposed attenuation features such as basins, ponds and tanks 

should be located outside of the design flood event extent to 

avoid the potential risks to the hydraulic capacity or structural 

integrity of these features. Surface water outfalls that discharge 

into the watercourses or the sea may be susceptible to 'tide 

locking' due to high water levels during flood events. The impacts 

of tide locking will need to be considered in terms of the 

attenuation storage requirements of the site and placement of the 

outfalls. 

• The site is within the Romney Marshes Area IDB district who may 

have additional requirements regarding discharge rates (directly 

or indirectly) into their district. The IDB should be consulted 

during the detailed design of the site to establish the Board's 

requirements, and determine whether there will be a need to 

apply for surface water discharge or ordinary watercourse 

consents. 
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TIC0003  • BGS data indicates that the underlying geology is mudstone and 

is likely to be poorly draining. Any proposed use of infiltration 

should be supported by infiltration testing. Off-site discharge in 

accordance with the SuDS hierarchy is required to discharge 

surface water runoff. 

• The site is not located within a historic landfill site or 

Groundwater Source Protection Zone and there are no 

restrictions over the use of infiltration techniques with regard to 

groundwater quality. 

• The site is located within a Nitrate Vulnerable Zone. Nitrate 

contamination will potentially influence the choice of SuDS and 

should be assessed as part of the design process. 

• The site is not considered to be susceptible to groundwater 

flooding, due to the nature of the local geological conditions. This 

should be confirmed through additional site investigation work. 

• If it is proposed to discharge runoff to a watercourse or sewer 

system, the condition and capacity of the receiving watercourse 

or asset should be confirmed through surveys and the discharge 

rate agreed with the LLFA in consultation with the asset owner. 

• The unnamed watercourse should be integrated into the site 

drainage strategy as blue-green infrastructure. A minimum buffer 

distance of 8m must be provided between development and the 

watercourse to allow for access and maintenance. 

• The Surface Water Spatial Planning extent mapping indicates the 

presence of a flow path across the west of the site during the 1% 

AEP plus climate change event. Existing flow paths should be 

retained and integrated with blue-green infrastructure and public 

open space. 

 

7.2 Opportunities for wider sustainability benefits and integrated flood risk 
management 

The following recommendations for managing surface water and integrated flood risks are 

provided below and should be considered as part of any site proposed for development in 

the Rother District: 

• Implementation of SuDS at the development sites should provide opportunities to 

deliver multiple benefits including volume control, water quality, amenity and 

biodiversity. This could provide wider sustainability benefits to the sites and 

surrounding areas. Proposals to use SuDS techniques should be discussed with 

relevant stakeholders (Local Planning Authority, Lead Local Flood Authority, and 

the EA) at an early stage to understand possible constraints.  
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• Development at the development sites must not increase flood risk either on or 

off site. The design of the surface water management proposals should take into 

account the impacts of future climate change over the projected lifetime of the 

development.  

• Opportunities to incorporate filtration techniques such as filter strips, filter drains 

and bioretention areas must be considered. 

• The use of multistage SuDS treatment will improve water quality of surface water 

runoff discharged from the site and reduce the impact on receiving water bodies.  

• Opportunities to incorporate source control techniques such as green roofs, 

permeable surfaces and rainwater harvesting must be considered in the design of 

the site.  

• Consideration should be made to the existing condition of receiving waterbodies 

and their Water Framework Directive objectives for water quality. The use of 

multistage SuDS treatment will improve water quality of surface water runoff 

discharged from the development sites and reduce the impact on receiving water 

bodies. 

• The potential to utilise conveyance features such as swales to intercept and 

convey surface water runoff should be considered. Conveyance features should 

be located on common land or public open space to facilitate ease of access. 

Where slopes are >5%, features should follow contours or utilise check dams to 

slow flows. 
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8 Recommendations 

8.1 Considering the Exception Test for the proposed development sites 

When required, to pass the Exception Test it must be shown that the development will 

provide wider sustainability benefits that outweigh the risk, and that the development will be 

safe throughout its lifetime without increasing risk elsewhere. The former is a planning-

related consideration and the Level 2 SFRA helps to answer the latter part of the Test. 

Some of the sites assessed in this Level 2 SFRA are at greater risk and will require careful 

consideration and significant mitigation to pass the flood risk element of the Exception Test, 

including BEX0240, CAM0004, ICK0003, RYE0001, RYE0002 and RYE0059. The other 

sites are likely to pass the flood risk element of the Exception Test by: 

• Undertaking a sequential approach to site planning so development is steered 

away from areas within the site at the highest risk. 

• Considering safe access/escape routes in the event of a flood (from all parts of 

the site, if say the site is severed by a flood flow path). If access and escape are 

affected, a Flood Response Plan may be required. 

• Designing buildings with finished floor levels above the estimated flood level 

(fluvial 1% AEP event or tidal 0.5% AEP event with an allowance for climate 

change), including an allowance for freeboard.  

• Using areas in Flood Zone 2 for the least vulnerable parts of the development in 

accordance with Table 2 in the PPG. No development should be permitted in 

Flood Zone 3b (aside from Essential Infrastructure). 

• Testing flood mitigation measures if these are to be implemented, to ensure that 

they will not displace water elsewhere (for example, if land is raised to permit 

development on one area, compensatory flood storage will be required in 

another). 

• Considering space for green infrastructure in the areas of highest flood risk. 

Although not explicitly required within the PPG, consideration should be given to the 

surface water risk where this is high, with regards to the Exception Test. The following sites 

were identified to be at significant surface water risk: BEX0008, BEX0011, BEX0078, 

PEA0033 and RYE0059. 

If a site is split in future into smaller land parcels for development, and some of those 

parcels are in areas of flood risk, the Exception Test may need to be re-applied by the 

developer at the planning application stage. 

8.2 Recommendations from the Level 1 SFRA 

Recommendations from this report should be considered in addition to recommendations 

from the Level 1 SFRA, which still stand for the site allocations and any windfall 

development that comes forward. The recommendations for the Level 1 SFRA are set out in 

Section 14 of the RDC Level 1 SFRA. 
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8.3 Requirements for developers 

The sections below set out requirements for developers to consider both for developing 

sites assessed within this Level 2 SFRA and for developing windfall sites. 

8.3.1 Watercourses 

Any sites located where there is a Main River (including culverted reaches of a Main River) 

or Ordinary Watercourse will require an easement of 8m either side of the watercourse from 

the top of the bank. This may introduce constraints regarding what development will be 

possible and consideration will also need to be given for access and maintenance at 

locations where there are culverts. Developers will be required to apply for appropriate 

permits so the activity being carried out over easements does not increase flood risk. 

Further information relating to this can be viewed on the government website Flood risk 

activities: environmental permits (gov.uk). 

Where no recent detailed hydraulic modelling is present, it is recommended that developers 

construct new, or update existing, detailed hydraulic models at these sites as part of a site-

specific FRA using channel, structure, and topographic survey to confirm flood risk. Site-

specific flood modelling will likely need to be developed in locations where it is necessary to 

understand the effects of proposed development schemes on the existing flood flow paths 

and flood volume storage, in the present day and in the future. 

At the planning application stage, developers may need to undertake more detailed 

hydrological and hydraulic assessments of unmodelled watercourses and surface water 

interactions so that the potential effects of proposals can be evaluated at site level and 

ensure that there is no increase in risk off-site as a result of development. The modelling 

should evidence flood extents, depths, velocities and hazard (including latest climate 

change allowances), inform development zoning within the site and prove, if required, 

whether the Exception Test can be passed.  

If an ordinary watercourse is within or immediately adjacent to the site area, consultation 

with ESCC as the LLFA should be undertaken. If alterations or discharges are proposed to 

the watercourse, a land drainage consent will be required. 

Developers should be aware of the need to identify the route of, and flood risk associated 

with, any culverts within a site. CCTV condition survey will be required to establish the 

current condition of the culvert and hydraulic assessments will be necessary to establish 

culvert capacity of both culverts on site and those immediately offsite that could pose a risk 

to the site. The risk of flooding should be established using site survey, including the 

residual risk of culvert blockage.  

8.3.2 Flood risk management infrastructure and residual risk 

For sites where existing flood defences provide a reduction in the flood risk to the site, it is 

important to understand the standard of protection these structures and measures provide. 

It is also necessary to understand how this level of protection changes over time, 

considering the implications of climate change. 

https://www.gov.uk/guidance/flood-risk-activities-environmental-permits
https://www.gov.uk/guidance/flood-risk-activities-environmental-permits
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If flood defences are required to protect a development site, evidence will be required to 

show that the new development does not adversely impact and increase flood risk to other 

areas, for example that there is no net loss in floodplain storage in circumstances where 

this is a material consideration. It will need to be established that these defences can be 

appropriately managed and maintained during the lifetime of the development. In some 

cases, it will be a requirement to demonstrate that there is an appropriate level of 

commitment to the maintenance of the standard of protection afforded by existing defences, 

where reliance is placed on the standard they provide. 

Any development proposed adjacent to a canal should include a detailed assessment of 

how a canal breach would impact the site, as part of a site-specific FRA. The Canal and 

River Trust (canalrivertrust.org.uk) provide guidance on development near canals. 

8.3.3 Access and escape routes 

Access and escape routes should be considered at the site, but also in the vicinity of the 

site, for example, a site may have low surface water risk, but in the immediate locality, 

access/escape routes to and from the site could be restricted for vehicles and/or people. 

For sites assessed within this Level 2 SFRA, an initial overview of potential access and 

escape options is provided within the detailed site assessments and potential constraints 

identified. 

8.3.4 Surface water flood risk and SuDS 

Surface water risk should be considered in terms of the proportion of the site at risk in the 

3.3%, 1% and 0.1% AEP events (with an appropriate allowance for climate change), 

whether the risk is due to isolated minor ponding or deeper pooling of water, or whether the 

risk is due to a wider overland flow route.  

A strategic assessment of SuDS options has been undertaken using regional datasets for 

sites assessed within this Level 2 SFRA. A detailed site-specific assessment of suitable 

SuDS techniques should be undertaken at site-specific level to understand which SuDS 

options are most appropriate. This may need to include infiltration testing to determine the 

suitability of infiltration methods. 

Surface water risk and mitigation should be considered as part of a detailed site-specific 

FRA and surface water drainage strategy. 

8.4 Use of SFRA data and future updates 

It is important to recognise that the SFRA has been developed using the best available 

information at the time of preparation. This relates both to the current risk of flooding from 

all sources and the potential impacts of future climate change. 

The SFRA should be a ‘living document’, and as a result should be updated when new 

information on flood risk, flood warning, or new planning guidance or legislation becomes 

available. New information may be provided by RDC, ESCC as LLFA, the EA, and Southern 

Water Such information may be in the form of: 

https://canalrivertrust.org.uk/specialist-teams/planning-and-design/our-statutory-consultee-role/what-were-interested-in/is-the-development-appropriate
https://canalrivertrust.org.uk/specialist-teams/planning-and-design/our-statutory-consultee-role/what-were-interested-in/is-the-development-appropriate
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• New hydraulic modelling results. 

• Flood event information following a future flood event. 

• Policy or legislation updates. 

• Updates to the EA flood mapping. 

• New flood defence schemes or flood alleviation schemes. 

The EA regularly reviews their flood risk mapping, and it is important that they are 

approached to determine whether updated information is available prior to commencing a 

detailed FRA.  

It is recommended that the SFRA is reviewed in line with the EA’s Flood Zone map updates 

to ensure latest data is still represented in the SFRA, allowing a cycle of review and a 

review of any updated data by checking with the above bodies for any new information.  
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B Static mapping 
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C Data sources used in this SFRA 
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